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steam locomotive has accrued 31 serv-
ice days. This inspection shall consist 
of all 31 service day inspection items 
and all daily inspection items. See ap-
pendix A of this part. Days in service 
shall be counted, recorded and readily 
available for inspection when requested 
by an FRA inspector. 

(b) FRA notification. FRA Regional 
Administrators or their delegate(s) 
may require a steam locomotive owner 
or operator to provide FRA with time-
ly notification before performing a 31 
service day inspection. If the Regional 
Administrator or their delegate indi-
cates their desire to be present for the 
31 service day inspection, the steam lo-
comotive owner and/or operator shall 
provide them a scheduled date and lo-
cation for inspection. Once scheduled, 
the inspection must be performed at 
the time and place specified, unless the 
Regional Administrator and the steam 
locomotive owner and/or operator mu-
tually agree to reschedule. If the Re-
gional Administrator requests the in-
spection be performed on another date 
but the steam locomotive owner and/or 
operator and the Regional Adminis-
trator are unable to agree on a date for 
rescheduling, the inspection may be 
performed as scheduled. 

(c) Filing inspection reports. Within 10 
days of conducting the 31 service day 
inspection, the steam locomotive 
owner and/or operator shall file, for 
each steam locomotive inspected, a re-
port of inspection (FRA Form No. 1), in 
the place where the steam locomotive 
is maintained and with the FRA Re-
gional Administrator for that region. 
When the report of annual inspection ( 
FRA Form No. 3), is filed, the FRA 
Form No. 1 does not have to be filed 
until the next 31 service day inspec-
tion. (See Appendix B of this part.) 

§ 230.15 Ninety-two (92) service day in-
spection. 

(a) General. An individual competent 
to conduct the inspection shall perform 
the 92 service day inspection after the 
steam locomotive has accrued 92 
‘‘service-days.’’ This inspection shall 
include all daily, all 31 service day, and 
all 92 service day inspection items. See 
appendix A of this part. Days in service 
shall be counted, recorded, and readily 

available for inspection when requested 
by an FRA inspector. 

(b) Filing inspection reports. Within 10 
days of conducting the 92 service day 
inspection, the steam locomotive 
owner and/or operator shall file, for 
each steam locomotive inspected, a re-
port of inspection ( FRA Form No. 1), 
in the place the locomotive is main-
tained and with the FRA Regional Ad-
ministrator for that region. 

When the report of annual inspection 
( FRA Form No. 3), is filed, the FRA 
Form No. 1 does not have to be filed 
until the next 92 service day inspec-
tion. (See appendix C of this part.) 

§ 230.16 Annual inspection. 
(a) General. (1) An individual com-

petent to conduct the inspection shall 
perform the annual inspection after 368 
calendar days have elapsed from the 
time of the previous annual inspection. 
This inspection shall include all daily, 
all 31 service day, all 92 service day, 
and all annual inspection items. (See 
appendix B of this part.) 

(2) Fifth annual inspection. An indi-
vidual competent to do so shall per-
form a flexible staybolt and cap inspec-
tion in accordance with § 230.41 at each 
fifth annual inspection. 

(b) FRA notification. FRA Regional 
Administrators shall be provided writ-
ten notice at least one month prior to 
an annual inspection and shall be af-
forded an opportunity to be present. If 
the Regional Administrator or their 
delegate indicates a desire to be 
present, the steam locomotive owner 
and/or operator will provide a sched-
uled date and location for the inspec-
tion. Once scheduled, the inspection 
must be performed at the time and 
place specified, unless the Regional Ad-
ministrator and the steam locomotive 
owner and/or operator mutually agree 
to reschedule. If the Regional Adminis-
trator requests the inspection be per-
formed on another date but the steam 
locomotive owner and/or operator and 
the Regional Administrator are unable 
to agree on a date for rescheduling, the 
inspection may be performed as sched-
uled. 

(c) Filing inspection reports. Within 10 
days of completing the annual inspec-
tion, the steam locomotive owner and/ 
or operator shall file, for each steam 
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locomotive inspected, a report of in-
spection (FRA Form No. 3), in the 
place where the steam locomotive is 
maintained and with the FRA Regional 
Administrator for that region. (See ap-
pendix A of this part) 

§ 230.17 One thousand four hundred 
seventy-two (1472) service day in-
spection. 

(a) General. Before any steam loco-
motive is initially put in service or 
brought out of retirement, and after 
every 1472 service days or 15 years, 
whichever is earlier, an individual 
competent to conduct the inspection 
shall inspect the entire boiler. In the 
case of a new locomotive or a loco-
motive being brought out of retire-
ment, the initial 15 year period shall 
begin on the day that the locomotive is 
placed in service or 365 calendar days 
after the first flue tube is installed in 
the locomotive, whichever comes first. 
This 1472 service day inspection shall 
include all annual, and 5th annual, in-
spection requirements, as well as any 
items required by the steam loco-
motive owner and/or operator or the 
FRA inspector. At this time, the loco-
motive owner and/or operator shall 
complete, update and verify the loco-
motive specification card (FRA Form 
No. 4), to reflect the condition of the 
boiler at the time of this inspection. 
See appendices A and B of this part. 

(b) Filing inspection reports. Within 30 
days of completing the 1472 service day 
inspection, the steam locomotive 
owner and/or operator shall, for each 
steam locomotive inspected, file in the 
place where the steam locomotive is 
maintained and with the FRA Regional 
Administrator for that region a report 
of inspection (FRA Form No. 3), and a 
completed FRA Form No.4. See appen-
dix C of this part. 

RECORDKEEPING REQUIREMENTS 

§ 230.18 Service days. 
(a) Service day record. For every 

steam locomotive currently in service, 
the steam locomotive owner and/or op-
erator shall have available, and be able 
to show an FRA inspector upon re-
quest, a current copy of the service day 
record that contains the number of 
service days the steam locomotive has 

accrued since the last 31, 92, Annual 
and 1472 service day inspections. 

(b) Service day report. By the 31st of 
every January, every steam locomotive 
owner and/or operator shall file a serv-
ice day report, FRA Form No. 5, with 
the Regional Administrator accounting 
for the days the steam locomotive was 
in service from January 1 through De-
cember 31st of the preceding year. If 
the steam locomotive was in service 
zero (0) days during that period, a re-
port must still be filed to prevent the 
steam locomotive from being consid-
ered retired by FRA. (See appendix B of 
this part.) 

(c) Retirement where no service day re-
ports filed. Where the steam locomotive 
owner and/or operator does not file the 
required service day report for a steam 
locomotive, that steam locomotive 
may be considered retired by FRA. The 
steam locomotive owner and/or oper-
ator must complete all 1472 service day 
inspection items to return a retired 
steam locomotive to service. 

§ 230.19 Posting of FRA Form No. 1 
and FRA Form No. 3. 

(a) FRA Form No. 1. The steam loco-
motive owner and/or operator shall 
place a copy of the 31 and 92 service 
day inspection report (FRA Form No. 
1), properly filled out, under trans-
parent cover in a conspicuous place in 
the cab of the steam locomotive before 
the inspected boiler is put into service. 
This FRA Form No. 1 will not be re-
quired for the first 31 service days fol-
lowing an annual inspection and the 
posting of an FRA Form No. 3. (See ap-
pendix B of this part.) 

(b) FRA Form No. 3. In addition to the 
FRA Form No. 1, the steam locomotive 
owner and/or operator shall also main-
tain in the cab a current copy of FRA 
Form No. 3 in the manner described in 
paragraph (a) of this section. (See ap-
pendix C of this part.) 

§ 230.20 Alteration and repair report 
for steam locomotive boilers. 

(a) Alterations. When an alteration is 
made to a steam locomotive boiler, the 
steam locomotive owner and/or oper-
ator shall file an alteration report 
(FRA Form No. 19), detailing the 
changes to the locomotive with the 
FRA Regional Administrator within 30 
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